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IX Series

In order for a door station to answer an incoming call, the call button must be configured to call, answer call, and 
end communication. On the left-hand side menu, switch the view from Table View to Station View.

Configuring the Call Button

Click  Update  to 
save the changes.

Click  Update  to 
save the changes.

Two-way, door station to door station or sub station-to-sub station communication is possible without the use of 
a master station. However, the ability to trigger door release is unavailable with this configuration.

The call group of the door/sub station will need to be configured to include any additional door/sub stations to be called.

Getting Started

Station Call Group

Station Information

Station Information

From the menu on the left, expand Call 
Settings and select Station Information.

From the menu on the left, expand 
Call Settings and select Called 
Stations (Door/Sub Stations).

Select Station

Select Station

Call Button Function
Use the Select Station to Edit 
drop-down menu to select a door or 
sub station and click  Select .

Use the Select Station to Edit 
drop-down menu to select a door or 
sub station and click  Select .

Use the Call Button Function drop-
down menu and select Call, Answer 
Call, End Communication.

Door Station to Door Station Communication
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Station Call Group (cont.)

Upload Settings to Stations

Click  Update  to 
save the changes.

Open Station List
Click  Open  on the next available row.

Select Station
Select the door/sub station to be added 
to the call group and click  OK .

Upload Settings to Station
From the top menu bar, click File and 
select Upload Settings To Station.

Select Stations Settings
Use the Select Station by Type drop-down 
menu to select All and click  Select .

Click  Settings  to upload the setting 
changes made in the previous steps.

The setting changes are not saved on the stations until they have been uploaded. Follow the steps below to upload the setting data to the stations.


